
AuroraHut® – Lives with the Season!

Quick start guide
Maintenance guide



User guide 
for customers

Door code / Key / Access card

Customers use the door code. Access card and key are for service use.

Lighting

Light controls are to the right of  the entrance and at the end of  the bed. See instructions next to the 
contact buttons. Toilet lighting is controlled with the console next to the entrance.

Electric connections

The end of  the bed has 5 USB plugs (1 on the radio). The 12 V / 10 A plug is located on the left side of  
the kitchen fixture. 220 V connections are located in the bed frame on the window side and at the end of  
the bed. These can be used when the AuroraHut is connected to mains power.

Temperature controls

Interior temperature of  the AuroraHut can be adjusted with the panel buttons. Ventilation is automatic 
according to temperature setting.

Using the radio

Turn on/off  with the power button. Adjust volume with +/-. Radio scans for channels automatically: 
to change channel, press arrow keys. To turn on Bluetooth, press left button and wait for the radio 
to announce ”discoverable” and scan for devices. Look for “Panelstereo” on your personal device to 
establish connection.

Using the gas stove

A two-burner gas stove is available for customer use. Burners are controlled by separate gas taps and 
piezo lighters. They are under a glass hatch that are opened during use.

Using the toilet

The AuroraHut has a urine separating toilet. Always sit down while using the toilet. Liquids and solid 
waste are diverted to different tanks. Freshen-up towels are available.

Food storage

Ruoan säilytykseen löytyy kellaritila sängyn jalkopäästä lattialuukun alta.

Luggage storage

A storage space for food is under a floor hatch at the foot of  the bed.

Ice fishing hole

You can use the ice fishing hole in the floor for fishing or for observing underwater life. To turn on or off  
the ice fishing light, use the light control console.

WiFi

To connect to the AuroraHut Wi-Fi, use the QR code.





1. Empty the toilet. Lift the toilet seat and pick up and dispose the bio bag. Insert a new bag and place 
properly. (Using bulking material may also be an option with longer stays.) Lower the seat.

2. Change the bedding.

3. Replenish consumables such as freshen-up towels, cleaners, dishes, drinking bottles.

4. Vacuum the floor and clean surfaces with freshen-up towels.

5. Empty the trash bins.

6. If  needed, clear snow and ice during winter season.

7. Daily monitoring with the remote monitoring app.

All containers are designed to support up to two weeks of  consecutive AuroraHut use.

1. Fill the fresh water tank
• Fill the fresh water tank using the refilling hole on the exterior wall. Tank volume is 140 l.

2. Fill the fuel tank
• Fill the fuel tank using the filler opening on the exterior wall. Tank volume is 140 l..

3. Change the methanol cartridges 
• There are two cartridges for methanol, located under the hatch below the bed. The system consumes 

around 1 litre/day.
• Open the left floor hatch underneath the bed. Open the fuel cartridge cap. Undo the cartridge tight-

ening strap. Remove the empty cartridge. Put the new cartridge in place and tighten with the strap. 
Remove the cartridge safety cap by pressing it and turning it counter-clockwise. Attach the fuel hose 
cap to the cartridge. TIGHTEN WELL. The cap must be tightened well to make sure no air gets into 
the cartridge. Always use the cartridge fully before replacing it. RESET the changed, full methanol 
cartridge in the EFOY console.

4. Change/inspect gas bottle
• The gas bottle is replaced in a gas-tight housing at the back of  the trash cabinet. Unscrew the cap of  

the housing. Lift up the gas bottle and its hose from the housing and turn the gas cartridge to remove 
it. Screw in the new cartridge with a single motion. Do not stop tightening the cartridge until it’s 
fully tightened. Place the cartridge and its hoses back into the housing and tighten the housing cover.

In addition to cleaning, the AuroraHut requires some maintenance. This guide brie-
fly discusses the daily service needs, service schedule, and what to do when season 
changes from cold winter to warm spring and summer with mosquitoes and hot 
weather. It also discusses what needs to be done more frequently.

Daily service and cleaning

Service needed every two weeks

Quick start guide 
for the AuroraHut®



5. Empty the septic tank
• Open the septic tank discharge valve cover on the exterior wall. The AuroraHut uses a lever lock that 

fits directly into the discharge hose provided. Then tighten the discharge hose with the lever lock onto 
the discharge valve. Place the other end of  the hose onto the discharge bowl. Then, press the “tyhjen-
nys” (emptying) button, accessible by pressing the tank icon in the AuroraHut display panel. After 
this, the pump will empty the septic tank to the discharge bowl. Detach and close the discharge valve.

DURING USE, YOU CAN USE THE REMOTE APP TO MONITOR FOR ANY ALERTS 
CONCERNING WATER, SEPTIC TANK, AND DIESEL!

1. Clean the netting in the air intake holes, both fresh air vents and replacement air vents. If  the 
mosquito season is particularly bad, this needs to be done more often.

2. Clean the netting in the vent pipe air outlet channel, behind the ceiling light. The netting does 
not necessarily have to be removed. It may be enough to vacuum it from below with the vacuum in 
the Hut.

3. Check the heater. Check that the exterior of  the heater housing looks OK, under the hatch by the 
door step. Check that everything is clean and that the housing does not smell of  fuel.

4. If needed, wash the exterior surfaces, walls and especially all glass surfaces.

Kuukausihuolto



Maintenance to prepare for winter:

1. Remove the winter plug on the wall at the end of  the bed and place it in the storage locker. The 
replacement air vent provides the Hut with fresh air from the outside. The winter plug can be re-
moved in late winter – right away when the sun starts heating up the Hut and raising the interior 
temperature.

2. Install mosquito nets to the replacement air opening and behind the winter plug. Make sure that 
the mosquito nets are clean before installing them. Ventilation is fully dependent on clean mosquito 
nets and air passing through them unhindered. Install the mosquito net in the vent behind the grille.

3. Also install the mosquito net in the vent pipe air outlet channel. Remove the ceiling lamp, install a 
clean mosquito net, and reattach the light.

4. Check the mosquito nets for mosquitos and dust every 2 weeks. The nets can get clogged by mos-
quitoes very quickly if  the area has large amounts of  mosquitoes.

5. As weather gets warmer, the awning should be installed on the roof ’s glass surfaces. The awning stays 
in place for the hot season and is removed as air again gets colder. The awning should be installed, 
at the latest, when the Hut temperature no longer stays comfortably cool even after the fresh air vent 
has been opened. Keep in mind that the temperature may also rise due to clogging of  mosquito nets, 
blocking fresh air intake and leading to higher interior temperature.

Spring maintenance:

Seasonal maintenance for 
summer and winter

1. Reinstall the winter plug. 

2. Remove the mosquito net and the grille from the air intake to the heater.  

3. Remove the mosquito net from the vent pipe air outlet channel. This removes the need for cleaning 
the grille during the winter season.

4. SERVICE THE HEATER! You can do this yourself  or you can make use of  the AuroraHut or Safire 
maintenance service. For the heater, change the burner’s wick, inspect/change the heater plug and 
clean the fuel injector. This ensures that the heating works properly during the heating season. NO 
FUEL OIL, as this increases service requirements many times over. Use MyDiesel or regular diesel 
for the heater.

IF MAINS POWER IS AVAILABLE, ALWAYS USE IT! 
THIS SAVES ON METHANOL AND FUEL COSTS.



- Most power-consuming 
equipment is turned off

- Savings mode if  no 
customers for a few days

- Maintains pre-set 
temperature

- Easy to restart use, 
quickly available for 
accommodation

- Shuts off  all power 
consumption aside from 
the heater and fuel cell

- For longer periods of  
non-use

- Lowers the temperature 
to a min. of  +4°C

- Empty the toilet 

”Away” mode
”Long time Away”

 mode

- Empty the toilet
- Drain water from faucets, 
filters, and tanks
- Make sure sufficient 
methanol available
- Remove everything that 
could freeze
- Set main power to 
OFF. Note: No remote 
monitoring possible!

Offline, 
turn off electricity



For a longer period of  non-use, the AuroraHut’s functions can be completely shut down. This is best to 
do with mains power available. Do the following:

1. Connect the Hut to mains power with the charging cable (provided).

2. Connect the electric heater to the plug behind the bed and turn on the heater.

3. Engage the P-poissa (Long time Away) mode at the AuroraHut console or the mobile device 
remote console.

This will stop methanol and diesel consumption, and the only cost is electric heater that is maintained 
at low heating. In this case, the toilet bowl must be emptied as the fans will also be turned off.

Alternatively, you can completely drain the water faucets and water pumps. In this case, the AuroraHut 
interior temperature can go below zero Celsius. With this option, always ensure that the electricity-ge-
nerating fuel cell IS NOT ALLOWED TO FREEZE. Therefore, make sure there is enough methanol 
available for the fuel cell. The anti-freezing protection of  the fuel cell will maintain a flame to prevent 
freezing as temperature drops.

For all service tasks, you can find helpful 
videos on our AuroraHut Oy YouTube 
channel. For more information, contact our 
service at +358 50 3380 425.

Placing the AuroraHut® 
to Offline mode and 
using electric heating


